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ForRest
Instalace pracuje s velkým měřítkem řešeného 
území parku s výraznými plochami volného pro-
stranství. Konceptem návrhu je vytvoření místa 
k relaxaci, kontemplaci a zamyšlení. Místa, kde 
se mění běžné vnímání prostorových souvislos-
tí, do nějž lze kdykoliv vstoupit a kde je možné 
ztratit kontakt s vnějším světem. Instalace je 
průnikem archetypu sakrálních prostor (hypo-
styl, sloupová síň, megalitické soubory menhirů, 
chrámová loď, rituální prostory) s obdobnými 
kompozičními sestavami v přírodě (les, krápní-
ková jeskyně, termitiště, skalní útvary).

Fyzicky jde o sestavu 356 kmenů stromů (slou-
pů) vysokých 7,5 m vytvářejících hustou síť na 
půdorysu 15 x 15 m s centrálním kruhovým pro-
storem o průměru 7, 5 m uvnitř, která pracuje s 
percepcí diváka narušením očekávatelných ste-
reotypů změnou měřítka, hustoty, sklonu a ma-
teriálu instalace. Půdorysné uspořádání
a hustota rozmístění kmenů balancuje na hranici 
zdánlivé pravidelnosti tak, aby bylo řešení vní-
máno podvědomě automaticky a zároveň aby 
byly vyloučeny přímé průhledy do okolí. Pone-
chán je pouze pohled do nebe s jeho neustálou 
proměnlivostí. Všechny kmeny jsou nakloněny 
vůči svislici do polohy kolmo na sklon svahu 
– při pohybu uvnitř instalace tak vzniká paradox, 
který narušuje vnímání rovnováhy, „biologickou 
libelu“ diváka, navozuje pocit, že se – v rozporu
s přirozeným vnímáním gravitace – pohybuje 
stále po rovině, následujíc sklon všech pozorova-
telných prvků v okolí.
Instalace použitím kmenů stromů nahrazuje 
sloupy důvěrně známým prvkem s přirozenou 
texturou povrchu a neopakovatelným detai-
lem. Kmeny (nejlépe listnaté dřeviny, např. buk) 
o průměru cca 35 – 40 cm budou zbaveny kůry, 
impregnovány (technologie impregnace tele-
grafních stožárů) a napuštěny bezbarvým lu-
miniscenčním nátěrem, který svým působením 
dodává instalaci další rozměr vyzařováním světla 
po západu slunce (6 – 8 hodin luminiscence)
až do postupného vytracení ve tmě a odkazuje k 
přírodnímu světélkování vycházejícímu z tlející-
ho dřeva. Luminiscence je diferencována husto-
tou rozmístění kmenů, vertikálně exponováním 
jejich oslunění (nahoře víc než dole), umístěním 
jednotlivých kmenů v závislosti na orientaci ke 
světovým stranám a počasím během předcháze-
jícího dne (jasno/zataženo). Kmeny jsou založe-
ny do betonové základové desky (alt. prefabriko-
vané základové studně).
Úprava terénu v prostoru mezi kmeny by měla 
být provedena s ohledem na plynulý přechod 
mezi tímto prostorem a trávníkem vně a uvnitř 
sestavy za pomoci např. dlažby z břidlicových 
úlomků kladené na svislo, ve spárách prorostlé 
trávou a mechem (roste i v neosluněných mís-
tech).

Instalace je introvertní, nezávislá na svém bez-
prostředním okolí, je možné ji umístit kdekoli 
na úpatí Kraví hory (i v interakci s chodníkem, 
porostem, atd.), nejlépe však v místě, kde 
je sklon svahu cca 5 – 7%.

ForRest
This installation works with a vast area of the 
park with large tracts of free space. The concept 
behind this design is to create a place for rela-
xation, contemplation and muse. A place where 
common perception of space coherence chan-
ges, a place always possible to enter and whe-
re it is possible to lose contact with the outer 
world. The installation is an intersection of an ar-
chetype of sacred places (hypostyle, portico gal-
lery, megalithic groups of menhirs, aisle, ritual 
places) with sets similar in composition to those 
in the country (wood, stalactical cave, rocks).

Actually, they are 356 trunks (poles), 7,5 met-
res high, creating a dense net on a 15 x 15 m 
ground-plan, with a central circular area 7,5 met-
res in diameter inside, that work with spectators‘ 
perception by disturbing expected stereotypes 
through a change in scale, density, slope and 
material of the installation. The ground-plan 
setting and density of the trunks balance on a 
border of apparent regularity so that the solu-
tion is perceived automatically by the sub-con-
sciousness and at the same time they suspend 
any direct view-through into the surroundings. 
What is left there is the view of the sky with its 
never-ending changeability. All trunks incline, in 
relation to the vertical, upright to the slope – if 
inside the installation one can sense the paradox 
that disturbs our sensation of balance, specta-
tors‘ „biological level“, it evokes a feeling that – in 
contrast with natural perception of gravitation 
– one constantly moves on a flatland following
sloping of all elements observed around.
The installation, by means of tree trunks, repla-
ces posts by a familiar element with a natural 
surface texture and an unrepeatable detail. The 
trunks (best deciduous, e.g. beech), 35 – 40 cm 
in diameter, will be barkless, impregnated (te-
legraph poles impregnation technology) and 
soaked with achromatic luminous paint that 
will give the installation another dimension by 
glimmering after sunset (6 – 8 hours of lumine-
scence) until it becomes completely dark and 
thus referring to natural luminescence coming 
out of rotting wood. This luminescence will be 
differentiated by density of the trunks, vertical-
ly by exposing their insolation (on the top more 
than at the bottom), by position of individual 
trunks depending on their point of the compass 
orientation and by weather on the previous day 
(clear/cloudy). The trunks are cast in a concrete 
foundation plate (or a prefab foundation well). 
Terrain layout in between the trunks should be 
done with respect to smooth transition between 
this space and the lawn outside and inside the 
group with help of e.g. slate fragments paving 
laid crossways, with grass and moss in gaps 
(grows without sun, too).

The installation is an introvert one, indepen-
dent of its immediate surroundings, it is possible 
to place anywhere at the bottom of Kraví hora 
(even as an interaction with the pavement, ve-
getation etc.), however it would suit best at a 
point of a 5-7% slope.


